
IAB Certified  
Repois R Render System

REPOIS R is a ready to use, single coat Quartz based 
rendering system for application externally on 
masonry walls.  It is designed to provide a 
weatherproof finish on external block or brick 
masonry walls, and can also be used for decorative 
purposes. It is available in a choice of colours and has 
a textured finished achieved by the use of a special 
scraping trowel.

What are the benefits?
*  Decorative and protective finish on new or old facades.
*  Waterproof  - Repois provides excellent water tightness against rain.
*  Flexible - The formulation of Repois allows the necessary flexibility to  
 absorb small construction movement unlike traditional renders.
*  The Quartz aggregates used in the manufacture of Repois provides  
 strength against erosion and attrition.
*  Unlike Limestone renders, Quartz does not support the growth of algae.
*  Maintenance Free. Rain water or pressure water adequate to clean  
 the facade.
*  Adherent. The product formulation improves the adhesion to the   

support.
*  Easier to apply than traditional renders.

Application Procedures:
Surface Preparation: 

All surfaces must be in a clean, sound condition, free from contamina-
tion. Any repair work required must be carried out prior to application.

Application: 
•  The product is mixed with clean water in a proportion of 200-250cc  
 per kilogram of Repois (approx.  5ltr. per bag) manually or with a 
 mechanical mixer.
•  Spread the fresh mortar on the surface with a trowel to a minimum  
 thickness of 10mm and an average of 15mm and level the product  
 with a float.
•  Proceed to limit the piers by placing the joints in the desired pattern.  
 Recommended width between joints: 7m vertical and 2.5m horizontal.
•  Let the mortar to dry partially up to 24 hours (depending on weather  
 conditions).
•  Use a special trowel to scratch the wall to obtain a fine stone texture.

Unit Size: 25kg bag
Coverage: Approx. 1m2 per bag



The above samples colours are a guideline only. Due to colour shift that may occur 
during electronic transmission, please contact Greenspan Products for an actual product 
sample to ensure colour accuracy.

TEChnICAl DATA:  
Composition: Repois one-coat mortar is based on cement. The rest of the materials incorporated to Repois are aggregates,  slowing agents, 
hardening modifiers, humidity retainers, and air-entraining admixtures, all of them produced in the European Union. 
Density (mixed product): 1,750 + 0,05 g/cc.   Density (powder): 1,350 + 0,05 g/cc.  Efficiency: Thickness 13-15mm @ 20-24 kg/m2.
Cleaning: Clean all equipment with clean water. Waste material should not be flushed down drains.
Storage: Repois R should be stored in dry conditions off the ground. Shelf-life: two years in original bags properly sealed. 

Greenspan Products ltd. 
Ballyhahill, Co. Limerick, Rep. of Ireland
Tel: +353 (0) 69 82222 
Fax: +353 (0) 69 82226
E-mail: sales@greenspan.ie
www.greenspan.ie

Repois R Render

 
CERT No. 06/0258

SAFETY:
1.  Avoid long contact with skin. Always wash your skin after using the product.
2.  In case of contact with eyes, clean with running water and seek medical assistance.
3.  Constant powder inhalation can cause irritation in respiratory system.
4.  Product mixed with water produces a highly base paste, which can cause dehydration of the skin.
5.  Hypersensitive people to chrome salts can be affected by allergic reactions.
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